o 6" x 6" x 1" Blockout fo be e T | o T mm | & ] seeer no. 3
6" - . 6" STATE QOF ILLINOIS filled with Class BS Concrete after
Limits of HMA Limits of HMA ; ;
Removal Removal DEPARTMENT OF TRANSPORTATIQN 8eams fave been istalled. Cost rTopda | ewe | 7| 7| T
shall be included in the cost of PPC FE0. FoD O1ST. N0, 7 nuvers [ ren. eto prosect-
Deck Beams.
" . . Contract Number: 74309
gu;;‘ggiég fod 4" x 4" x b" P Washer Full Thread Sleeve See Detail A A4 D7 Beam Repair 2008-6
/"4 Required 5" long - & required this sheet . Py 36" Beam
. : 2’-6" 35" Beam
Beam 6 . VA N Q
o . NS P 5 .
(S
FABRIC BEARING PAD = — -
Fixed Shown omit holes Tl ] o TR pulEN - 27" 36" Beam
at expansion bearings. \ Fabric Brg. N ) T - 2-6" 35" Beam
Grouted ~ . - ]
€ Roadway Key Typ. @ TP . . o = BAR S(E) BAR S;i(E)
PARTIAL DECK CRQOSS-SECTION i . , R N . ]
Lax4xbhx Bar 13" x 3" 59 Opening—) | 19 x 211" Rods S i ég gzg%
3/-5" (35" Beam) X 6-10%" S SO ] (Thread Each £nd 4") |68 1 5.4 604"
3-59" (36" Beam) r ] e 8 Required _'} 115"
; L Typ P sn "
Existing 25" PJS s v TYPICAL TRANSVERSE TIE ASSEMBLY |t e
to be removed, - 7 B Half + e T T 26 || 35" Beam
NS 6" holes at 12" ofrs. for aif threaded P v’ 656 " 05, 68"
34 H RN sfored ond reused. <t 3 35" bolts set on 2%" gage slesve 25" long i —Plate A » < K i 0%, 2y
ole x> < | T - € 1'9"¢ hole " = %"
line. All bolts shall be burned, R % p VU ©
Lx1/2" bars (34" From — sawed or clipped off flush with AN\ e : - & & Plate % . N v _t
top of ) Tack weld at back of angle after forms are & & _[I"” o S
FABRIC ADJUSTING SHIM %P Tock weid pl L ol , > <7
included with HUA o a 7 f - | ¢ Exist. (+) o BAR So(F) Jo
Surface Course ; 3 ; . . Fire -1 . : 1" tie rod o ¢/ i 24T 22kl e
; 4" x 8" granular or solid flux filled ¥ L" siots o b BAR Aji(E)
6" vent holes at Al i«l v ot headed studs conforming to Article 4 - OAR Ai(L)
12" ctrs set on 13" 5307__ 1006.36 of the Std. Spec’s i s
gage line. automatically end welded af 12" 12" S
SOUTH ABUTMENT JOINT DETAIL 1o cirs (3 required) Cast in beam. DETAIL A 30 -
(Cost included with PPC Deck Beams) e -
57-5%" PLATE A I
s " 7z, J 3 / /- “ —
3rgn . 143 27-83," 14-gv 27-83," 153" 276" -85 4 Required) 2.1 T
o zn | u s_@3 n " " o3 " 3,
03 ¢ Lifting loops 6., 1n6%" .6 6L 1n8% 6 BAR S4(E) -
2 each end ¢ 3" ¢ Hole for transverse -
( tie assemblies 14" ¢ Conduit
| H 1] = |
T LTI 1 i 1o | T N e [T T < ; aatus 2
[ ® L3 el ! | | | @® ® i ~ = £ =
/ Pl R i (o /i - - o B Top of Beam S BAR Ss(E)
o/ toal N 1ol 1o / | & _ 3 2o 2
PR s 7 I e e M B 1 ‘7 RN ‘—.1 ~
S 1l 1 (I i / PN N 3.
i N R N Hor. ./ ) s O L
T ] ——- - ‘.LJ.I l.u.l.l (. I J l,u] I.LJ] L] e / Xy 3 6 oo
: ‘ £
S — B N R 1 B U 1 [ — g1 L . parue) 55
/e 1 i 1. 1 Hi I oie .) 1 f i l S M
7 1 1)1 Iy il e / . 6" 6" Qe
7 3. . P, It I 1 11 / s ‘ ' ' '
/ 4" 8 Drain—<  t—24" ¢ Vent f|| |+ 1 i1 ', N ]
7 holes bott. i 1,]M0fes fop 3l 1 il T / ™ LIFTING LOOP DETAIL
( ° bl HE T, e i Ul It 1, o / N
— ——— e R e J} I-L-l-I [-L-LI b e - e I-LJ] [LJ] b 7 e & oo
1" x Y4 slot NS
J v / b f-l(Each side)
threads|
Typ. PLAN VIEW ¢ 2" ¢ Holes for dowel Bevel sleeve —t
——— rods at fixed ends only 1 thi d
BILL OF MATERIAL e en 36" Beam
= — > 35" Beam ' 20-7h" '
recast Prestresse
Conc. Deck Bms. (27" depth) ‘Sq. F1.| 3399 NOTES i % %il { I - — BAR Ul (E}
Prestressing steel shall be uncoated high strength, low relaxation 7-wire strand, Grade 270. I
The nominal diameter shall be ‘5" and the nominal cross-sectional area shall be 0.153 sq. in. Plate A
The 1" ¢ rods in the transverse tie assembly shall be tightened to a snug fit and the threads (A~ T x 3Lv x 3hn
set. Pockets on exterior faces of bridge shall be filled with grout after transverse tie assembly 2 ,2 2
DESIGNED _A.J.5. May 9, 2008 is in place. with 1g"¢ hole
EXAMINED / &M/ Reinforcement bars shall conform fo ASTM A 706 (IL MOD), Grade 60. (See Special Provisions) Weld Plate A to BEAM DETAILS
CHECKED V.M.V, A A St M 3 Two g" fabric adjusting shims of the dimensions shown shail be provided for each bearing pad location. 5 exist. 1" te rod F.A. RT. 770
Drew Christopher PASSED /7 2 . A minimum 25" ¢ lifting pin shall be used to engage the lifting loops during handling. e (AL . 4
DRAWN P m_%%ﬁm _ Corrosion Inhibitor, per Article 1020.05(bXi2) and 102106 of the Standard Specifications, shall be used SECTION A-A MOULTRIE COUNTY
CHECKED A.JB.  V.HV. in the concrete for precast prestressed concrete deck beams.
Compressive strength of prestressed concrete. f'e, shall be 6000 psi. (4 Required) SN 070-0036
Compressive strength of prestressed concrete at relegse, 'cl, shall be 5000 psi.
SLT-97-001-08

Narchiven 0700036, 0gn  5/9/2C0A 4 17 20 9K




